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PROJECT DESCRIPTION \ <
CONSTRUCTION s ' \ ‘.
SITE THIS PROJECT INVOLVES INSTALLATION OF INTERCONNECT CABLE (/C) CONSTRUCTlON DETAILS FOR SHEET | OF 8
TRAFFIC SIGNAL CONTROL SYSTCM ON US ROUTE 50 IN TALBOT COUNTY. T N
THE SYSTEM LIMITS ARE FROM MD 303 TO DUTCHMANS LANE , o o
THE MASTER CONTROLLER WILL BE, A LOCAL/MASTER LOCATED AT THE A.INSTALL €' X 6' VEHICLE LOOP DETECTORS (4 TURNS)
INTERSECTION OF US 50 AND MD 33! (DOVER ROAD). ENCASED IN /4" FLEXIBLE TUBING.
SAMPLING STATIONS SHALL BE « JCATED ALONG US 50 IN BOTH NORTH B. FURNISH AND INSTALL HANDHOLE.
AND SOUTH DIRECTION AT THE FOLLOWING INTERSECTIONS:
a.) MD 309 C. USE EXISTING HANDHOLE.
b.} CHAPEL ROAD
) MD 331 (DOVER ROAD) D. USE EXISTING CONDUIT.
d.) DUTCHMANS LANE
E. REMOVE EXISTING CABINET AND INSTALL NEW NEMA SIZE "6"
NOTES BASE-MOUNTED CABINET ‘ | (
THE CONTRACTOR SHALL CONTACT MR. ROBERT SNYDER AT O0OOTS .
(410-787-763|) TO ARRANGE FOR A PHONE DROP AT US 50 AND MD 33, G. FURNISH AND INSTALL 3" SCHEDULE 80 RIGID PVC ELECTRICAL
SEVENTY-TWO (72) HOURS ADVANCE NQTICE IS REQUIRED. CONDUIT - TRENCHED.
THE SIGNAL OPERATION FORCES SHALL PREFORM THE INTERNAL J. FURNISH AND INSTALL 1" ELECTRICAL CONDUIT - GALVANIZED SLEEVE:
WIRING TO THE CONTROLLERS., THE CONTRACTOR SHALL CONTACT :
MR. EDWARD RODENHIZER AT 410 787-7652, SEVENTY- TWO (72) HOURS
7, « ADVANCE NOTICE IS REQUIRED FOR TIMELY COORDINATION,
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z PICNIC AREA GENERAL NOTES O
Il. THE CONTRACTOR SHALL VERIFY LOCATION OF ALL EXISTING
WIRING DIGRAM UTILITIES AND EXISTING GEOMETRICS PRIOR TO ANY WORK.
2. THE CONTRACTOR IS TO NOTIFY MISS UTILITIES PRIOR TO
THE INSTALLATION OF NEW CONDUIT.
R R . R y REVISIONS APPROVALS FOR SHEETS ‘
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